HOLE YARDAGE .INI FILES AND SETTING HOLE HANDICAPS
This is a very basic tutorial on setting yardages and handicaps for your course. Thanks to Homeboy for helping with this.
YARDAGES

1. Open the sample .ini file that is in this folder.

2. Change the yardages to the correct yardages for your course, starting with the red tees and finishing with the gold tees using the format shown below. The PanEditing and SkyDome values do not have to be included, and the par is determined by the CA, so that also does not need to be included.
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[panediting]
offsety=-82000
Lockedpan=0

[skyoone]
Scalex=1
Scalez=1

Yoffset=1

[HoLE 1]
par=4
yardage-366, 380,

[HoLE 2]
par=3
yardage=146, 193,

[HoLE 3]
par=4
yardage=395, 422,

[HoLE 4]
par=4
yardage=303, 373,

[HOLE 5]
par=s
yardage=413, 487,

[HoLE 6]
par=4
yardage-368, 415,

[HoLE 7]
par=3
yardage=133, 173,

[HoLE 8]
par=4
yardage=281, 319,
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3. Put the .ini file in your course folder.

4. This is very important. The .ini file must have the same name as the .tcr file name of the course. For example if the course is river.tcr the .ini file must be river.ini.

5. When using some install programs, different file names could get changed during installation. All you need to do is find the course folder wherever you installed the course to and change the name of the .ini file as shown in Step 4.

6. You DO NOT have to be the designer of the course to modify the hole yardages, so this will work for anyone.
HANDICAPS

1. Compile your course. You can uncheck all the boxes before you compile to make this go faster.

2. Go to C/Program Files/EA Sports/Course Architect 06/Bin and open the Position.ini file.

This will come up:
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[Courserating]
Effectivepar=20.932008
scoravelocity=-0. 418889
[Hole 1]

ar=5

andicap=15
tee0-78575.1,13080,70755
teel-78579.1,13080, 70755
tee2-78579.1,13080,70755
tee3-78579.1,13080,70755
teed-78579.1,13080, 70755
pivor0=72436.4,12004.6,76229.2 L
pivotl=71002.8,12721.3,78647. 5

pivot2=70465.8,12780. 0, 81227.1

pivot3=69667,12644. 5,83952, 6

pivota-6943411,12682 2, 85484,

pivots=60383.8,12577.8,86633. 5

pin0=60431.7,12577.2,86629.6

pinl=68057.3,12501 0, 87069

pin2=60607,12567. 8, 86920. 7

bin3=68098.5,12576. 5, 86648

[hole 2]

‘Ear:A

handicap-11
T2e0-70525.4,12487.2,88471
teel-69993.2,12474 8, 89206
Tee2-70520.4,12487.2, 88469
Tee3-60003.2,12474. 8, 89206
Teed-60003.3,12474. 8, 89206
pivor0=75541.8,12703'1, 81646.8
pivotl=77475.9,13228.5,76032.4
pin0=77406.6,15230.3,76124.3
pinl=77013.5,13243.8,76034.6

pinz=77488,13231.5,75656.7
bin3=77123.8,13244.5,75726.9
[hole 3]
ar=3
andi cap=5
T220-80086.2,13250. 5,74507.8
Teel-80084.4,13250. 5, 74500.5
Tee2-80075.8,13310. 9, 73587.4
Tee3-80075.8,13310. 0, 73587.4
Teed-80075.8,13310. 9, 73557.4
pivoT0=80036,12612.3, 81818, 6
pin0=80100.7,12614.3)81657.4
pinl-79929.8,12602.9,82006.8
pin2=79751.2,12585.2,82579.
bin3=80225.1,12578.2,82568. 8
[Hole 4]
.8,12715.4,79743.6
18112715.4,75743.6
112715.4,79743.6
112715.4,79743.6





3. Set the handicaps on each hole by changing the value after where it says handicap=

4. Save the file. Right click on the position.ini file and go to Properties. Check the box that says “Read Only.”

5. Go back to the CA and compile your course with all the boxes checked. The handicaps will be set.

6. Make sure to uncheck the “Read Only” box when you are finished. You will need to repeat this process if you make any changes to pins, shot path, galleries, or anything else in the hole definition tool.
